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The FlowStat ES is ideal for OEM users or machine builders that

monitoring various !uids in applications such as chillers/cooling

circuits, HVAC, batching and industrial process control

applications. The clear cover allows the !ow to be monitored

visually as well allowing the condition of the media to be clearly

seen.

Features & Bene!ts

• Ideal for OEM’s and machine builders

• Current, Voltage, frequency or switch output

• 2-60 l/min range (optional low !ow adaptors) 1-17 l/min

• Clear cover

• Encapsulated full sealed electronics

• Light weight and rugged Polypropylene body

Body Material Glass "lled Polypropylene

Rotor Material Acetal Copolymer

Bearings/Shaft Material PEEK/316 Stainless Steel

Cover material Polycarbonate

Seal Buna-N (Nitrile) (others on request)

Linearity +/- 2% FSD

Max Pressure (Bar) 10.3 Bar

Max Temperature (°C) 65°C

Power Supply 12-24 Vdc

Pulse Output NPN square-wave 12-24 Vdc, 25 mA (approx 53 P/L for½” & 16 P/L for¾” & 1” models)

Analogue Voltage Output 0-5V

Analogue Current Output (2 wire loop) 2 wire 4-20 mA

Relay Output 1x change-over contact 240 Vac, 5A

FlowStat ES OEM Pelton Wheel Flowmeters

Technical Data
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Measurements shown in inches.

Dimensional Data

Ordering Information

C C B 0 3 B ES LF

Rotor Cover

Clear Polycarbonate C

Output

Current (2 wire 4-20 mA) C

Pulsed (NPN pulse) P

Relay (adjustable !ow switch) R

Voltage (0-5 V) V

Voltage & Relay S

Voltage & Temperature T

Port Size (NPT)

½” B

Flow Range l/

min

Connections

NPT

0.9-9 (LF suf"x) ½” 02

1.3-13 (LF suf"x) ½” 03

1.7-17 (LF suf"x) ½” 04

2-20 ½” 05

3-30 ½” 08

4-40 ½” 11

5-50 ½” 13

Cover Seal

Buna-N (Nitrile) (standard) B

EPR E

Viton V

Options

No Options - -

Low Flow Adaptor (0.5-17 l/min) LF

Ultra Low Flow Adaptor ULF

Style

Economy Series ES

3.70 2.48

1.14

2.063.45

1.88120


