
PRODUCT
DATASHEET



0015 0025 0032 0040 0050 0065 0080 0100 0125 0150 0200 0250

Flow Range (M3/Hr) 0.2-6 0.5-18 0.9-2.9 1.5-45 2.1-71 3.6-119 5.4-181 8.5-283 13-442 19-636 34-1,131 53-1,767

Connection Size ½” (DN15) 1” (DN25) 1.1\4“ (DN32) 1.1\2“ (DN40) 2” (DN50) 2.1/2” (DN65) 3” (DN80) 4” (DN100) 5” (DN125) 6” (DN150) 8” (DN200) 10” (DN250)

Body Material (not wetted) Epoxy coated Carbon Steel or Stainless Steel

Electrode Material Hatelloy C, Platinium

Liner Soft Rubber, Hard Rubber, PTFE

Linearity +/- 0.25% of reading

Minimum Conductivity >5 µS/cm

Max Pressure (Bar) 40 16 10

Max Temperature (°C) 65°C (rubber liner), 100°C (compact version PTFE liner), 150°C (remote version PTFE liner)

Power Supply Battery, 9-36 Vdc, 85-265 Vac 50/60Hz

Output NPN pulse output, 4-20 mA with HART, RS485

The SpiraMAG® Series are best suited for bi-directional "ow measurement of "uids with a minimum conductivity of 5 µS/cm. The

meters are highly accurate (better than ± 0.25% of actual "ow), and measurement is independent of density, temperature and

pressure of the medium. SpiraMAG® Series is a preferable solution for measurement in a variety of applications from water and

waste water industry to chemical/pharmaceutical and food/beverage industries. Available sizes are DN 10 to DN 1000 with a

number of different connections (DIN, ANSI, JIS, etc.) with nominal pressures up to PN40. Liner materials are hard and soft rubber or

PTFE. For applications without a power supply, we offer our battery powered version, BR730, with a battery life time of 10 years

with standard sampling rate.

Features & Bene!ts

• DN 15 – DN250 (up to DN 1000 on request)

• Accuracy better than ±0.25 %

• Flow Range 0.03 to 10 m/s

• Protection Class IP67/ IP68

• Compact / Remote converter

• Power supply 220 VAC / 24 DC / Battery

• Analogue 4-20 mA output

• Frequency output / Pulse

• Interface: HART® / Modbus RS485/ M-Bus

SpiraMAG® SERIES Mag Flowmeter

Technical Data



Bore (DN) Max Pressure

(Bar)

Face to Face ‘L’

(mm)

Weight

(KG)

15 40 150 6

25 40 150 7

32 40 150 9

40 40 150 9

50 40 200 12

65 40 200 17

80 40 200 17

100 16 250 22

125 16 250 24

150 16 300 35

200 10 350 45

250 10 400 84

Liner Material

Soft Rubber S

Hard Rubber H

PTFE T

Product Identi!er

In-Line Magnetic Inductive

Flowmeter SPM

Power Supply

85-265 Vac A

18-36 Vdc D

Battery Powered B

Design

Compact Version (display mount on the "owmeter) C

Remote Display (C/W 10m cable) W

Remote as above IP68 R

- - - --

Dimensional Data

Ordering Information

SPM 0050 A C M CS 10 H D 4

Outputs

Pulse & RS485 (battery powered version only) P

4-20 mA, Pulse & HART H

4-20 mA, Pulse & RS485 (standard) 4

Bore Size

½” (DN15) 0015

1” (DN25) 0025

1.1/4” (DN32) 0032

1.1/2” (DN40) 0040

2” (DN50) 0050

2.1/2” (DN65) 0065

3” (DN80) 0080

4” (DN100) 0100

5” (DN125) 0125

6” (DN150) 0150

8” (DN200) 0200

10” (DN250) 0250 Cable Entries

M20x1.5 M

½” NPT N

Flange Material (not wetted)

Epoxy Coated Carbon Steel CS

304 Stainless Steel 04

Electrode Material

Hastelloy C4 10

Platinum PT

Flange Style

DIN PN40 (1/2” - 3”) D

DIN PN16 (4” - 6”) B

DIN PN10 (8”- 10”) A

ANSI 150 LB RF E


