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LIGHT TYPE PTFL
 
PRODUCT DESCRIPTION
• PTFL: light and space saving type design
•  Reduce the storage of E-motors to only one version  

in case of horizontal and vertical construction
• Use with horizontal installation of B5 motors
• Material: aluminium (D)
• Suitable damping rods on page 99
• All types available from stock

FOOT FLANGES ACC. TO VDMA 24561

Art. 
No.

Type Dimensions [mm] Weight   
 [kg]

Material  

øD øD1 B B1 L L1 L2 L3 H H1 H2 d d1 d2 S

4307 PTFL 160 110 130 160 140 75 15 50 7 110 100 10 9 9 – 12 0.25 Alu

4308-1 PTFL 200 145 165 200 180 88 15 60 4 124 112 12 11 11 – 14 0.41 Alu

4309-1 PTFL 250 190 215 250 220 110 21 60 – 145 132 15 14 14 22 14 0.55 Alu

4310-1 PTFL 300 235 265 300 260 120 22 80 – 172 160 18 14 14 22 18 0.90 Alu

4311-1 PTFL 350 260 300 348 300 148 20 110 – 195 180 18 18 18 24 18 1.50 Alu
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Art. 
No.

Type Dimensions  [mm] Weight  
 [kg]

Material 

øD øD1 B B1 L L1 L2 H H1 H2 d d1 d2 S

4316-2 PTFS 200 145 165 204 165 185 100 50 138 125 12 11 11 19 14 0.85 Alu

4317-2 PTFS 250 190 215 252 215 230 125 60 167 155 15 14 14 24 17 1.65 Alu

4318 PTFS 300 235 265 305 265 270 150 75 200 185 18 14 14 24 18 2.30 Alu

4319 PTFS 350 260 300 356 300 310 175 90 252 235 18 18 18 30 18 5.60 Alu

4320 PTFS 400 300 350 407 350 350 200 100 277 260 20 18 18 30 20 7.80 Alu

4321 PTFS 450 350 400 458 400 385 225 110 312 295 20 18 18 30 22 10.80 Alu

4322 PTFS 550 450 500 560 500 465 275 140 367 350 25 18 18 30 25 16.40 Alu

4323 PTFS 660 550 600 670 600 555 330 165 412 380 30 22 22 37 30 26.70 Alu

FOOT FLANGES ACC. TO VDMA 24561

HEAVY TYPE PTFS
 
PRODUCT DESCRIPTION
•  PTFS: heavy type especially suitable  

for multiple pumps
•  Reduce the storage of E-motors to only one version  

in case of horizontal and vertical construction
•  Use with horizontal installation of B5 motors
•  Material: aluminium (D)
•  Suitable damping rods on page 99
•  All types available from stock

The fastener is not present at 
PTFS200, PTFS250 and PTFS300 
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FOOT FLANGES IN STEEL 
ACC. TO VDMA 24561

PRODUCT DESCRIPTION
• PTFS heavy type
• Suitable for highly dynamic drives
•  Suitable for mining, offshore, mobile and  

most of heavy duty applications
•  Reduce the stocking of E-motors to only one version 

in case of horizontal and vertical construction
• Use with horizontal installation of B5 motors
• All types primed

Art. 
No.

Type Dimensions [mm] Weight 
[kg]

Material 

øD øD1 B B1 L L1 L2 H H1 H2 d d1 d2 S

4316-3 PTFS 200 145 165 204 165 185 100 50 138 125 12 11 11 19 14 7.50 ST

4317-3 PTFS 250 190 215 252 215 230 125 60 167 155 13 14 14 24 15 8.00 ST

4318-1 PTFS 300 235 265 300 265 270 150 75 200 185 13 14 14 24 15 9.30 ST

4319-2 PTFS 350 260 300 350 300 310 175 90 252 235 13 18 18 30 15 13.20 ST

4320-2 PTFS 400 300 350 400 350 350 200 100 275 260 13 18 18 30 15 16.50 ST

4321-1 PTFS 450 350 400 458 400 385 225 110 312 295 20 18 18 30 22 20.00 ST

4322-1 PTFS 550 450 500 560 500 465 275 140 367 350 25 18 18 30 25 38.00 ST

4323-1 PTFS 660 550 600 670 600 555 330 165 415 380 30 22 22 37 30 50.00 ST
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